


om the Long M
and Winch Designer.

- 35 years experience
a - More than 170 winches, so far.
a Supplying 45 countries.



Electric Glider launch winches
Electric Retrieve winches
Pros and cons of electric winching

Questions

WWW.SKYULAUNCH.COM
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» Winches have evolved in many ways but
the principle has remained the same

First Skylawnch Winch
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Current Winch model



» Evolution of the Glider Winch

Single Dram Winches
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Multi Draomy Winches



Elextiticc Wihehh
Operating voltage = 580-700
(charging up to 800v)
Pealk amps = 430

Peak power = 250 kw
Power consumption:
0.8 + 1.5 kwh per launch
(Junior + k21)
(Based on 1000m cable length)



Elextiic Wihehh
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First electric winch model Designed and
manufactered 2010
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latest Elextiic WWheeh
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[52 AGM 020E BATTERIES]
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s Electric Wincih Cantirolls
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a Electric Wincih Cantrolls




a Electric Motor
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a Lithium Batteries (cordless)
AGNM Battienies ((pludg) im)
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Lithiunm power packs required for cordless
operation
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a Solar Pamelscambe used to recharge tihe
batteries in tine week days.



Eleditic Wihehn

= 5000 CYCLES = 5000 CYCLES

USAI OMPARISON

This demonstrates the power you to power your equipment. Equipment such as satelite
systems, heating controls, invert: ltage above 12 volts to operate. Lithium battery
voltage remains stat Lead Acid, AGM and GEL does not!

LEAD ACID AGM/GEL LITHIUM

. Everything working functionally

Below here - Equipment starts to =
fail and turn off. -

Danger - The battery is being

severely damaged 90% & 1245v 90% W 12.27v
90% & 1.96v 90% & 12.0tv
- Permanent Damage - Replace
battery. Unrecoverable.

““d and AGM manufacturers quote: "At 12 volts
@ is a tipping point where the voltage goes
ely constant to plumeting rapidly

TOTAL AMP HOUR COMPARISON
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Final drive and brake system are all the same
as used with conventionally powered winches
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Final drive gear ratio o swit tthe
electric motor RPM! namaes.
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Flexaiic winrtiptherwise same as
oweredwinch




